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Humans have utilised fibres for over 30,000 years [1], although synthetic fibres were not commercialised until the early 1900s [2]. Fibre materials have great impact on our daily lives, with their use ranging from textiles to functional reinforcements in composites. The manufacturing process of conventional man-made fibres is typically limited by extensive energy consumption due to high processing temperatures, and the use of various (often difficult to dispose) solvents. In contrast, spiders can readily spin strong and tough silk fibres at room temperature using water as a solvent and ‘fly-juice’ as a feedstock. Developing such an elegant process for the manufacture of man-made fibres has remained a fundamental challenge, though attempts have been on-going since the very beginning (ca. 1884), when the French scientist Hilaire de Chardonnet invented the first artificial textile fiber, viscose (from wood cellulose), and even called it ‘artificial silk’ [2].

Supramolecular materials comprise of molecular building blocks assembled via non-covalent interactions, such as hydrogen bonding. Due to the reversibility of their non-covalent interactions, and consequent dynamic behaviour and self-healing properties, supramolecular polymeric hydrogels are promising for a range of biomedical and industrial applications, and offer a pathway to form filamentous soft materials.







The full materials and methods can be found in Wu et al. [3].

Poly(Nipam-co-HEAm-MV) grafted silica nanoparticles (P1), and hydroxyethylceullose functionalized with naphthalene isocyanate (H1) were produced. The supramolecular hydrogel was fabricated by mixing an aqueous solution of H1 (1 wt%) with an aqueous solution of P1 (1wt%), which was complexed with cucurbit[8]uril (CB[8]) in a 1:1 MV:CB[8] ratio.  The hydrogel formation
was dependent on the presence of all three components; in the absence of CB[8], or when CB[8] was replaced by cucurbit[7]uril (CB[7]), which has a cavity that is only large enough to encapsulate MV alone, mixtures of H1 and P1 behaved like a runny liquid. The supramolecular hydrogels were extremely stretchy, and filaments could be drawn from a pool of the hydrogel at room temperature. The hydrogel filaments,when dried (within 30s in air), a fine (between 2 to13 micron, but typically 6 

Cryogenic scanning electron microscopy (SEM) images were obtained for the supramolecular hydrogel and fibre using a FEI Verios 460 variable pressure SEM using and InLens detector. The samples were sputter coated with a thin layer of platinum and palladium metals prior to imaging.






We report a novel means to assemble supramolecular polymer-colloidal hydrogel composites. Functionalised polymer-grafted silica nanoparticle fillers, semi-crystalline hydroxyethyl cellulose polymer matrix, and cucurbit[8]uril (supramolecular catalyst) undergo aqueous self-assembly at multiple length scales to form the supramolecular hydrogel composite (Fig. 1. a-g), facilitated by nanofibril formation at colloidal-length scale (Fig. 1 f-g) and host–guest interactions at the molecular level (Fig. 1 h-i). 

The resulting hydrogel material (98 wt% water) exhibits extraordinary elasticity when pulled; high-aspect ratio (> 1 x 105) supramolecular fibres result from room temperature dehydration of the hydrogel filament. The composite hydrogel is remarkably different to hydrogels assembled from two linear functional polymers, suggesting that its high elasticity emerges from the realignment of nanofibrils during the drawing process.










Figure 2. Mechanical properties of supramolecular fibres subjected to a) quasi-static and b) cyclic tensile loads. The damping capacity refers to the ratio of the damping energy (shaded area; area between the loading and unloading curve) to the stored energy (hatched area; area below the loading curve).


Figure 3. Comparison of the mechanical properties of our  supramolecular fibre (red) with other typical technical fibres, using data from multiple sources including  ADDIN EN.CITE [2, 4-6]. a) Representative tensile stress-strain curves illustrating the high ductility and moderate stiffness of the supramolecular fibre, and its similar profile to regenerated fibres (cellulose-based viscose and protein-based artificial silks) and animal hairs (human and sheep). b) Ashby plots comparing specific (i.e. per unit density) tensile strength and modulus. Dashed design guide line for maximum flexibility without failure (σ/E = C) are shown. c) The damping capacity of the supramolecular fibre exceeds that of silk and is comparable to viscose, making it a good candidate for energy-absorption applications.
4.	Conclusions






This work is published in Wu, Y., Shah, D.U., Liu, C., et al. PNAS, 2017. 114 (31): p. 8163-8168 (accessible at http://www.pnas.org/content/114/31/8163.full (​http:​/​​/​www.pnas.org​/​content​/​114​/​31​/​8163.full​)). 
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